
EPV-100 Series
100 Watt LED Driver

Features:
• Output constant voltage
• High efficiency up to 85%
• Protections: Short circuit/ over loading/

over temperature/ over Voltage
• Cooling by free air convection
• IP67 design for outdoor installation

Models

EPV-100-12

Output Specifications

12VOutput Voltage

Output Current

Rated Power

Input Specifications

200-240VACInput Voltage

50HzFrequency Range

85%Full Load Efficiency (Typ.)

Environment

-10~+40°CWorking Temperature

20 -90% RH, non-condensingWorking Humidity

24V

EPV-100-24

8.33A 4.16A

100W

Input Current 0.7A Max

Voltage Accuracy  ±5%

80A @Full Load, 240VACInrush Current

≤1WUnload Power consuption

30.4A, Inrush current width 1.34msInrush Current (T50% value)

SELV IP67

>30,000h @40°CLife Time

-20~+60°CStorage Temperature

Protection

Protection type: Auto RestoreOver Load

Protection type: Auto RestoreShort Circuit

Protection type: Auto RestoreOver Temperature
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EPV-100 Series
100 Watt LED Driver

Other Specifications

Mechanical Specifications
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300mm

192mm

192 x 51 x 37 mmSize

325 x 280 x 260 mm (20PCS)Packing

Safety & EMC

EN61347-1, EN61347-2-13, EN60598-1, EN60598-2-6 Safety standards

EN55015, EN61000-3-2, Class C EN61000-3-3EMI

EN61547, EN61000-4-2, EN61000-4-5EMS


